¢ 2 2 2
NOTE: s :\)'é: ngENSION NEAREST BELL _MAX,_MAX_, 6'8" TYP. _MAX MZAX 6'8" TYP., 6'8" TYP. , MAX
1. WHERE DOUBLE WYE SERVICE ELEVATION IS LESS THAN 2'-7" BELOW PROPOSED BACK OF CURB, (SEE NOTE 3) . JONT (TYP. - 5 ax
MIN. SLAB ELEV. MUST BE SET TO ALLOW SANITARY SEWER SERVICE. . > |EA-ENDY f - !
2.MARK EACH SERVICE END WITH METAL "T" POST PAINTED GREEN. PVC WYE WITH P — ] —
3.ALL SERVICE CONNECTIONS WITHIN THE R-O-W SHALL BE ASTM D3034 SDR26 WITH GASKETS, PVC CAP W L - = = L L
4. ALL SERVICE CONNECTIONS & EXTENSIONS ARE TOBE INSTALLED WITH THE MAN LINE CONSTRUCTION. (SEE NOTE 3) A oy - ] _l |
5. A CLEAN OUT IS REQUIRED AND WILL BE INSTALLED BY THE PLUMBER AT THE ROW FOR EACH SERVICE. a3 ' — @
6.LOT CORNERS SHALL BE MARKED WITH A LATH UNDER THE SUPERVISION OF A RPLS UPON COMPLETION OF 8" TYP— ~=— T MN. CLR. °
CONSTRUCTION. \__ P
STEEL CASING »
; I? CARRIER PIPE CASING SPACER >
o
. 1-PC. PULL-ON WATER -
TIGHT NEOPRENE END ADJUSTABLE TOP RUNNERS
SEAL W/ STN. STL. TO MANTAIN 1" MAX CLR.
CLAMPS "APS" OR
PLAN “pSI ax
(TYPICAL) STEEL CASING
CONC. CURB & GUTTER SEE NOTE 5 NOTE: CASING SPACERS BAND CLAWP
4-RUNNER MIN. (THRU 24 DIA AT SPRINGLINE 8" WIDE BAND STAINLESS
2 SIDEWALK CASING) OR 6-RUNNER MIN. STEEL (TYPE 304)
o (24"-42" DIA. CASING) STAINLESS PROVIDE 4
y 777N TTT<TT7NTT7 s I Wi POLueR RUNNERS: CENTERED  RUNNERS AT NN e D By EEVE
77N777 —_— i o w I
. . . =] OR NON-CENTERED: CLEAR BELL, ~ BOTTOM -
(SEE NOTE 1.) 3.5 MAX. OR AS DESIGNED RESTRAINED FROM FLOTATION: POLYMER RUNNER (TYP)
(SEE NOTE 1.) R e e INC..
WATER LINE ! OR "CASCADE CASING DETAIL 3301
1 PVC (SEE NOTE 3)
z
10 ., =
— 20— DESIRABLE o 2'-0" MIN. MACHINE BORING 2°-0" M. O =
T | | |
(SEE r:;ﬁ: 3 [T 2.0 OPEN CUT —> (TUNNELING) <— OPEN CUT — —
VO MIT IMIT
STD. 45°PVC BEND—" / t WIDTH OF PAVEMENT L — Qm
} TEE WYE SERVICE FITTING I ]
ASTM 03034 SDR26 p||$ (SEWER WYE AND 1/8° BEND) —— et . ‘I =3 ~—
STD. PVC COUPLING W/GASKETS @1.0Z MIN.
SEWER LINE 3'-0" MIN, SIDEWALK MAY BE o)
(PIPE IS NOT TO BE PLACED OPEN CUT OR BORED ==
HORIZONTALLY) € 73 o b
| — ' AS DIRECTED BY —_—
THE ENGINEER —_— 2
STEEL CASING /
PROFILE AS REQUIRED CARRIER PIPE Oc ) -
SEWER SERVICE. LINE CROSSING A =
S3-00 1. FOR MORE INFORMATION ON WATER AND SEWER LINE CROSSING
- SEE CITY STANDARD SPECIFICATION FOR WATER AND % j—)
SEWER LINE CONSTRUCTION,
2. STEEL CASING SHALL BE AS SPECFIED IN THE TECHNICAL SPECIFICATIONS. —
NOTES: 3. DRY BORING PREFERRED, WET BORING ALLOWED ONLY WHEN ~ —
: APPROVED BY THE CITY ENGINEER. o~

] " ANDJOR AT EACH MARHOLE WHERE TYPICAL URBAN CITY

SEWER LINE CROSSES OPEN FIELDS

BLACK
2.SIGNS TO BE CONSTRUCTED
rext | | [WARNING| |29 10 g consteucreo STREET CROSSING $3-09 )k
10" UNDERGROUND SEWER SNAEMELG "'"'SB" J %R%%ZTONE \ £
NE SIGN AND ON 7
CONTACT THE CITY FOR EACH MANHOLE INSTALLED MACHIE DORNG g
BEFORE EXCAVATING Agggﬁ) %PEAZ I"SIEI(.)D mg AT &TSHER (TUNNELING) =
L 1ON HOWN ON PLANS. SHOULDER SHOULDER S
YELLOW | | FURNISH SAME NUMBER OF VAREES VARIES "k})
BACKGROUND 14 > REPLACEMENT SIGNS AS FOR EACH ¢
Creek INSTALLED (OMITTING MANHOLE e . 2
& L T MANHOLE NUMBER ON MANHOLE SIGN) 0" /., WIDTH OF PAVEMENT e Ny 90 ©
VARIES - NO (NOT A SEPARATE PAY ITEM) MIN. ‘ | | | MN,
2" BLACK PRESSURE I — : N e
N SENSITIVE NUMBERS '
*3 BARS @ 18" TO BE ADDED AFTER 3'-0" BELOW DITCH FLOW LINE.
0.C.EW. WHITE o BASIC SIGN HAS BEEN
PAINTED | S 9
BACKGROUND. . j
] CARRIER PIPE
STEEL CASING

NOTE: ]
1. FOR MORE INFORMATION ON WATER AND SEWER LINE CROSSING CITY oF BRYAN

SEE CITY STANDARD SPECIFICATION FOR WATER AND
SEWER LINE CONSTRUCTION.

PROP. SANITARY SEVV ER WARNING AND 2. STEEL CASING SHALL BE AS SPECIFIED IN THE TECHNICAL SPECIFICATIONS. DRAWN 8Y:CLM.
DATE: 01-01-09

SEWER LINE W/ 3. DRY BORING IS REQUIRED.

chsne MANHOLE IDENTIFICATION SIGN sernovco i

TYPICAL CONCRETE TYPICAL RURAL STREET CROSSING FIGURE:
CAPPING DETAIL [35301 5305 5503511 §3
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